GTO 1004D 10" Woofer — Technical Data

JBL

SPECIFICATIONS

DIAMETER:

SENSITIVITY (2.83V @ 1 m):
POWER HANDLING:
FREQUENCY RESPONSE:
NOMINAL IMPEDANCE:
Voice-ColL DIAMETER:

10" (254 mm)

91 dB

250 Woys 1000 Wpgak
25 ~ 400 Hz

2 0r 8 0HMS

2.0" (51.0 mm)

DIMENSIONS:

mounting depth
4-9/16" (i16 mm)

&\

4 A

cutout diameter

918" (232mm)
outer diameter
10-3/8" (264mm)
THIELE-SMALL PARAMETERS
Voice CoiL D¢ RESISTANCE: Reyo (OHMS). ... .. 1.90
Voice ColL INDUCTANCE @ 1 KHz: Lyo (MH) ..o 1.10
DRIVER RADIATING AREA: Sp(Ng) ..., 55.03
Spm2) ... 355.00
MoTOR FORCE FACTOR: Bu(Tm). ....... 9.90
COMPLIANCE VOLUME: Vig () .o 1.51
Vg (LITERS) ... .. 42.66
SUSPENSION COMPLIANCE: Cys (UM/N) .. .. 237.00
Moving Mass, AIR LoAD: Mys (GRauS). . .. 139.40
Moving MassS, DIAPHRAGM: Myp (GRAMS) . .. 135.50
FREE-AIR RESONANCE: Fo(Hz) ... 21.70
MecHAnICAL Q: Qg+ vvovvere 6.89
ELECcTRICAL Q: Qg oo 0.47
TotaL Q: Qrg. o ovveenn 0.44
MAGNETIC-GAP HEIGHT: Hyg (N 3/8
Hag (M) ..o 9.00
Voice-ColL HEIGHT: Hyo (IN). .o 1-5/16
Hyo (M) ..o 34
MAXIMUM EXCURSION: Xyax N .o 172
Ky (M) . 12.50
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SEALED BOX VOLUME
(INCLUDES DRIVER DISPLACEMENT)
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IBL GTO 1004D

(side view)

Veox = 075 ft3(21.24 liters)

SEALED ENCLOSURE
FREQUENCY RESPONSE @ 2.83 V

dBSPL

In-Car
12dB LP @ 80 Hz
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SEALED ENCLOSURE CONE
EXCURSION @ 250 W
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JBL

GTO 1004D 10" Woofer — Technical Data

VENTED BOX VOLUME
(INCLUDES DRIVER/PORT DISPLACEMENTS)

\ /X
length = 8117167 Port
JBL 670 1004D | fp= ke
(side view) l
Veox = 1.25 ft3 (35.40 liters) diameter = 3"
TTmm

VENTED ENCLOSURE
FREQUENCY RESPONSE @ 2.83 V

dBSPL

In-Car
12 dB LP @80 Hz
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VENTED ENCLOSURE CONE
EXCURSION @ 250 W
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BANDPASS BOX VOLUME
(INCLUDES DRIVER/PORT DISPLACEMENTS)

Port Iengthf
fp=55 Hz 154-E;Iﬁm
JBL GTO 1004D
(side view)
g
diam. = 4"
102mm

VREAR = 0.75 ft3 (21 24 Iiters) - VFRUNT = 10 ft3

(28.32 liters)

BANDPASS ENCLOSURE
FREQUENCY RESPONSE @ 2.83 V

dBSPL

In-Car
12 dB LP @ 80 Hz
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BANDPASS ENCLOSURE CONE
EXCURSION @ 230 W
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