
JBL DUET™ 200
HIGH-PERFORMANCE STEREO LOUDSPEAKER

THE JBL DUET™ 200 stereo loudspeaker system will become the new centerpiece of your personal 
entertainment space. Imagine a total audio system in a single enclosure, with no extra wires cluttering your table or 
desk. Connected to your computer, iPod® or iPhone™,  MP3 player or other music source, the JBL Duet 200 system 
provides clean, powerful sound. Take complete control of your music with the JBL Duet 200 sound system. 



COMPATIBILITY A stereo mini jack connection allows you to enjoy high-quality audio from a variety of devices,
including MP3 and CD players, desktop computers (all platforms), laptops and satellite radio.

EASY-TO-USE TOUCH CONTROLS The JBL Duet 200 includes touch controls for convenient desktop
use – just a touch increases or decreases the volume.

DIGITAL POWER AND DSP The JBL Duet 200 delivers sound via a powerfully tuned digital audio path.
The clean and compact digital amplification, coupled with DSP (digital signal processing) equalization, efficiently provides
the transducers with cool-running power.

ADVANCED TECHNOLOGY The JBL Duet 200 combines several proprietary technologies for the highest
quality sound. The system provides astonishing bass and clear, accurate sound from any direction.

Phoenix transducers – The Phoenix drivers deliver accurate high frequencies and are also capable of low-frequency
extension to bring you clean, powerful bass.

Slipstream port design – The JBL Duet 200 port minimizes boundary-layer separation, resulting in high-output bass with 
minimal distortion.

COE (Computer-Optimized Equalization) – System equalization is computer-optimized to provide a rich, complete soundstage
over a wide range of listening positions.

OCT (Optimized Compression Topology) – A proprietary compression technology ensures clean, accurate sound at high-
output levels.

DETAILED TECHNICAL SPECIFICATIONS

Manufacturer: JBL, Inc.
Model Name: JBL Duet™ 200
Input Requirement: 1/8" (3.5mm) stereo mini jack
Drivers: Two Phoenix neodymium transducers
Power: 2 x 10 Watts
Frequency Response: 40Hz – 20kHz
Dimensions: Width – 14-1/8" (359mm)

Depth – 4-5/16" (110mm)
Height – 2-1/2" (64mm)

Weight: 1.5 lb (0.7kg)
Input Impedance: >10k Ohms
Signal-to-Noise Ratio: >85dB
Voltage Input: 120V AC U.S., 100V AC Japan, 230V AC Europe
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